State of Rhode Island

Coastal Resources Management Council (401) 783-3370
Oliver H. Stedman Government Center Fax (401) 783-2069
4808 Tower Hill Road, Suite 3

Wakefield, R1 02879-1900

“l¥oper) 4
PUBLIC NOTICE

File Number:  2022-02-027 Date: April 1, 2022

This office has under consideration the application of:

Timothy Kane & Anne Moniz
76 Melbourn Road
Warwick, RI 02882

for a State of Rhode Island Assent to:  Install larger stones (8,000 Ibs) to repair and improve an
existing revetment. The top of the revetment will be raised by an additional 3 feet over the original
height to provide additional resiliency for sea level rise. The toe of the repair revetment will match the
existing revetment toe. After construction a 10’ vegetative buffer will be planted landward of the top
of the revetment. The length of the new revetment will be approximately 80 linear feet.

Project Location: | 76 Melbourn Road
City/Town: Warwick

Plat/Lot: 367/73

Waterway: Greenwich Bay

Plans of the proposed work can be requested at Cstaffl @crmc.ri.gov.

In accordance with the Administrative Procedures Act (Chapter 42-35 of the Rhode Island
General Laws) you may request a hearing on this matter.

You are advised that if you have good reason to enter protests against the proposed work it is
your privilege to do so. It is expected that objectors will review the application and plans thoroughly,
visit site of proposed work if necessary, to familiarize themselves with the conditions and cite what
law or laws, if any, would in their opinion be violated by the work proposed.

If you desire to protest, you must attend the scheduled hearing and give sworn testimony. A
notice of the time and place of such hearing will be furnished you as soon as possible after receipt of
your request for hearing. If you desire to request a hearing, to receive consideration, it should be in
writing (with your correct mailing address, e-mail address and valid contact number) and be
received at this office on or before ___May 1, 2022

Please email your comments/hearing requests to: cstaffl@crmc.ri.gov; or mail via USPS to:
Coastal Resources Management Council; O. S. Government Center, 4808 Tower Hill Road, Rm 116;
Wakefield, RI 02879.
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Google Earth

Damage from Monday’s Storm 1-17-2022 — Overtopped Stone Revetment — Debris on Lawn RECEIVED
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This Property to the West of the Applicant's was Vegetated Prior to Storm
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Property Immediately to the East — Looking North
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GENERAL NOTES:

I. LOCATION OF BUILDINGS, PROPERTY LINES, TOPOGRAPHIC INFORMATION, BATHYMETRY DEVELOPED BY
NATIONAL LAND SURVEYORS AND DEVELOPERS INC. FOR THE PURPOSE OF APPLYING FOR A MAINTENANCE
PERMIT FOR THE REVETMENT REPAIR.  SURVEY FIELD WORK PERFORMED DURING NOVEMBER, 202 1.

2. PROJECT COORDINATES BASED ON RHODE ISLAND STATE PLANE (NAD83).

3. ALL ELEVATIONS ARE REFERENCED TO NAVD8&. CONTOURS & SPOT ELEVATIONS TAKEN FROM FPLANS
REFERENCED IN NOTE 1.

4. ALL WORK SHALL BE IN ACCORDANCE WITH LOCAL, STATE, FEDERAL, AND UTILITY COMPANY REQUIREMENTS
AS APPLICABLE AND AS DESCRIBED IN APPROVED PERMITS.

5. [T 1S THE SOLE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS AND
DIMENSIONS AS THEY RELATE TO THE WORK. THE CONTRACTOR SHALL REPORT TO THE ENGINEER OF RECORD
ALL OBSERVATIONS ¢ DISCREPANCIES BEFORE PROCEEDING WITH ANY WORK.

6. UNDERGROUND UTILITIES ARE SHOWN IN APPROXIMATE LOCATION AS OBTAINED FROM DRAWINGS
SUPPLIED BY THE OWNER. THE ENGINEER MAKES NO REPRESENTATION THAT ALL UTILITIES PRESENT ON AND
BELOW THE SITE ARE SHOWN ON THE PLANS. THE CONTRACTOR SHALL NOTIFY DIG SAFE AND VERIFY EXACT
LOCATION OF ALL EXISTING UNDERGROUND UTILITIES PRIOR TO THE START OF ANY CONSTRUCTION. THE
ENGINEER ASSUMES NO LIABILITY FOR DAMAGE [F THE CONTRACTOR BREACHES ANY UTILITY LINE. THE OWNER
ASSUMES RESPONSIBILITY TO PROPERLY RE-LOCATE THEIR UTILITY LINES AND TO REPAIR/REPLACE ALL UTILITIES
DAMAGED DUE TO THE WORK DESCRIBED ON THE ATTACHED DRAWINGS.

7. THE CONTRACTOR/OWNER SHALL KEEP A COPY OF THE APPROVED PERMITS ON THE SITE AND SHALL
CLOSELY ADHERE TO THE DATES, TIMES, AND CONSTRUCTION PROVISIONS AUTHORIZING THE WORK.
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LOT 73

Prepared for Applicant:
ANNE M. MONIZ
WARWICK, RI 02886

REVETMENT REPAIR
NOTES & LEGEND

76 MELBOURN RD.
ASSESSORS PLAT 367.

[
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Jverizon.net

Phone: 401.398.09
email: st.jean.engineering@

Prepared By:
ST. JEAN ENGINEERING, LLC
CIVIL, MARINE AND STRUCTURAL
CONSULTING ENGINEERING

209 Arnold Neck Drive
Warwick, RI 02886
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PROPOSED REVETMENT

12 - 18" LAYER OF
CRUSHED STONE -
WRAP IN GEOTEXTILE
FABRIC - 2 ft. WIDE

EXISTING GRADE VARIES

MIRAFI 600X GEOTEXTILE
FABRIC ON SUBGRADE

N

AN NOTE: ARMOR STONES SHALL HAVE SHARP AND
ANGULAR EDGES EXISTING REVETMENT STONES
WITH ROUNDED EDGES MAY BE RE-USED ONLY AS
THE BOTTOM LAYER OF THE RE-BUILT REVETMENT

MIRAFI | 40N GEOTEXTILE
FABRIC ABOVE 600X

RE-USE EXISTING SMALL
STONE AS BEDDING FOR
ARMOR STONE

REMOVE EXISTING STONES AND RESTACK
AS REQUIRED TO FORM STABLE SLOPE

INTO TOP OF REVETMENT

PULL BACK TOE TO
ORIGINAL SEAWARD TOE OF
REVETMENT ¢ RE-STACK
EXISTING STONES

TOE ELEV./3 =

KEY BOTTOM 2 ARMOR STONES
4 ft. INTO EXISTING MUDLINE

2 SECTION A-A THROUGH REPAIRED REVETMENT

SCALE: N.T.S.

CRMC ASSENT NO. 2022-02-027

J

Phone: 401.398.0999

email: st.jean.engineering@verizon.net

Prepared By:
ST. JEAN ENGINEERING, LLC
CIVIL, MARINE AND STRUCTURAL
CONSULTING ENGINEERING

209 Arnold Neck Drive
Warwick, RI 02886
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DWELLING

#76
MELBOURN
ROAD

RICHARD N. ST. JEAN

MINIMUM PLANTING SIZE:
SHRUBS SHOULD HAVE A MINIMUM CONTAINER SIZE OF 5
GALLONS.

BUFFER ZONE PLANTING:

COASTAL BUFFER ZONE 1S PROPOSED TO BE PLANTED IN
ACCORDANCE WITH THE RHODE ISLAND COASTAL RESOURCES
MANAGEMENT COUNCIL "COASTAL BUFFER ZONE PLANTING GUIDE',
2008 USING THE MARITIME OR COASTAL SHRUBLAND GUIDELINES.
DESIGNATIONS SHOWN ON THE PLAN REFER TO BEACH PLUM (BP) AND
WILD ROSE (WR). HIGHBUSH BLUEBERRY OR BAYBERRY MAY BE
SUBSTITUTED FOR PLANTS SHOWN. EXISTING VEGETATION ALONG THE
COASTAL FEATURE SHALL REMAIN.
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BOTTOM CONSISTS OF 2'-4" OF AMENDED
SOIL (50% NATIVE + 50% MATURE
ORGANIC COMPOST) AND A 2" LAYER OF
NON-DYED AGED SHREDDED HARDWOOD
MULCH

SECTION THRU PLANTED BUFFER

CRMC ASSENT NO. 2022-02-027
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LOT 73

WARWICK, RI 02886

Prepared for Applicant:
ANNE M. MONIZ
REVETMENT REPAIR

ROPOSED COASTAL BUFFER P

76 MELBOURN RD.
ASSESSORS PLAT 367.
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Phone: 401.398.0999

CONSULTING ENGINEERING
email: stjean.engineering@verizon.net

, R102886

Prepared By:
ST. JEAN ENGINEERING, LLC
CIVIL, MARINE AND STRUCTURAL

209 Arnold Neck Drive

Warwick
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