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TIMBER FLOAT
SECTIONS AND DETAILS
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PROPOSED 10' TIMBER FLOAT PLAN
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PONTOON DETAILS
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NOTES:

1. ALL TIMBER SHALL BE S4S AND SHALL BE TREATED AS REQUIRED BY AWPA U1-11, UC5A MARINE
USE NORTHERN WATERS AND TREATED IN ACCORDANCE WITH HE TECHNICAL SPECIFICATIONS
SECTION 02400, UNLESS OTHERWISE NOTED.

2. ALL STEEL FABRICATIONS HARDWARE AND FASTENERS SHALL BE HOT-DIPPED GALVANIZED IN
ACCORDANCE WITH ASTM A123 OR ASTM153, AS APPLICABLE.

3. CORNER ANGLES TO BE FABRICATED TO SUIT FLOAT LAYOUT.

4. ALL TIMBER CONNECTION WELDS SHALL BE 1/4" FILLET WELDS UNLESS SPECIFIED OTHERWISE.

5. SUBMIT FLOAT FABRICATION DRAWINGS AND DESIGN CALCULATIONS FOR PROPOSED FLOAT
SYSTEM, AS INDICATED IN THE PROJECT SPECIFICATIONS, FOR REVIEW AND APPROVAL PRIOR TO
FABRICATION AND INSTALLATION. SEE SPECIFICATIONS FOR LOAD REQUIREMENTS.

6. THE TIMBER FLOAT FRAMING AND PONTOON CONFIGURATION IS FOR INFORMATION ONLY.
LENGTH OF TIMBER FLOATS SHALL BE AS SPECIFIED ON THE PROPOSED SITE PLAN, AND ACTUAL
FRAMING USED SHALL BE DETERMINED BY DESIGN.

7. FLOATING DOCKS SHALL BE PROVIDED WITH UTILITY RACEWAY AS REQUIRED.
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PROPOSED TIMBER LAUNCH FLOAT SECTION
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