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GENERAL CONSTRUCTION NOTES: EROSION AND SEDIMENT CONTROL AND LIMIT OF DISTURBANCE NOTES: 8 0.C. (MAX) —<—>‘ SRE 2
2” X 2” X 3’ HARD WOOD STAKE b ¥ ' 3

1. ALL WORK TO BE PERFORMED UNDER OBSERVATION OF AN 1. LAND AND VEGEATATION DISTURBANCE SHALL BE KEPT TO A ] = ¥ -

ENGINEER EXPERIENCED WITH COASTAL ENGINEERING AND EROSION MINIMUM.  DISTURBANCE SHALL BE AS_SHOWN AND  KEPT TO A (MIN) OR APPROVED EQUAL €T % o £
MINIMUM WITHIN THE PROPOSED AREA OF CONSTRUCTION. ALL i &

2. ALL WORK SHALL CONFORM TO THE STANDARDS AND AREAS OUTSIDE THE LIMITS OF DISTURBANCE SHALL NOT BE SILT FENCE _/ o 8 P2
REQUIREMENTS AS SHOWN IN THESE PLANS, NOTES, AND DISTURBED. S B
REGULATORY DOCUMENTS APPLICABLE TO THIS WORK . . N \ Z

2. THE CONTRACTOR SHALL ENSURE THAT ALL SOIL EROSION AND = , s e

3. ALL SAFETY REGULATIONS ARE TO BE STRICTLY FOLLOWED. SEDIMENT CONTROL MEASURES, AND LIMIT OF DISTURBANCE 36” (MIN) i x
METHODS OF CONSTRUCTION AND ERECTION OF STRUCTURAL MARKERS ARE PROPERLY INSTALLED PRIOR TO MOBILIZATION IN el LD
MATERIAL ARE THE RESPONSIBILITY OF THE CONTRACTOR. ALL ACCORDANCE WITH THE LATEST RIDEM REGULATIONS AND TO THE LR ]
WORK SHALL COMPLY WITH FEDERAL LAWS, STATE REGULATIONS, SATISFACTION OF THE ENGINEER. i
AND LOCAL LAWS AND STATUTES AND THE REQUIREMENTS AND . .

2.1. WHEREVER POSSIBLE, EROSION CONTROL MEASURES SHALL BE « 3
CONDITIONS OF ALL REGULATORY PERMITS ISSUED FOR THE WORK. INSTALLED, PRIOR. TO  CONSTRUCTION. ACTMITIES. / o 3

4. ALL WORK SHALL CONFORM TO THE LATEST EDITION OF THE OSHA 2.2. ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED DURING AREA OF PROTECTED £
CODE, THE RHODE ISLAND STATE BUILDING CODE, AND THE CONSTRUCTION AS NECESSARY AND REQUIRED; THIS MAY DISTURBANCE AREA WORK || 2 g 3
REFERENCED STANDARDS INCLUDED HEREIN THAT ARE APPLICABLE INCLUDE, STAKED COIR LOG AND/OR WATILE, TIMBER MUD —~— -l — AREA / p :
TO THIS PROJECT. MATS, AND BEACH COBBLE/ROCK (AT TRANSITION AREAS TO 1 I 2

5. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL VERIFY THE HEAVILY TRAFFICKED AREAS) i L -
CONDITIONS SHOWN HEREIN AND NOTIFY THE ENGINEER OF ANY ) ) PROTECTED PROPOSED CONSTRUCTION ACCESS, STRAW A3 y

. t] s W , ” s
DISCREPANCIES IN DIMENSIONS AND/ OR SITE CONDITIONS PRIOR 3. THE WORK IS GENERALLY WITHIN THE COASTAL FEATURE; AS SUCH TIED OFF TO | FLow Nl AREA WATTLE OR SILT FENCE SHALL BE INSTALL / ) 3
TO THE FABRICATION AND/OR ORDERING OF ANY CONSTRUCTION 3.1. STOCKPILES AND DEPOSITION AREAS FOR CONSTRUCTION FIXED STRUCTURE | | | (WETLAND) ON DOWNGRADIENT SIDE ALONG ALL L b, r
MATERIALS. THE CONTRACTOR SHALL NOT BEGIN CONSTRUCTION IN MATERIALS SHALL BE LOCATED AS SHOWN AND/OR AS STYROFOAM UNPAVED AREAS OF ACCESS, ALL 2 &
ANY SUCH AFFECTED AREA UNTIL THE DISCREPANCY HAS BEEN APPROVED TO LIMIT DISTURBANCE. CONTRACTOR SHALL MAINTAIN | FLOATS [l DISTURBED VEGETATION SHALL BE |
RESOLVED BY THE CONTRACTOR AND APPROVED BY THE ENGINEER. AT LEAST 300 FEET OF HIGH DENSITY MARINE WATTLE TO BE 6" EMBEDMENT (MIN) I TOP OF RESTORED TO PRE—CONSTRUCTION 0 /’
THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRINGING ALL ADJUSTED AND STAKED AS NECESSARY TO MINIMIZE IMPACTS I / GROUND CONDITIONS AT END OF CONSTRUCTION Sy : 4
ELEMENTS OF THE PROJECT IN CONFORMANCE WITH THESE PLANS CONSISTENT WITH THE NOTES AND DETAILS CONTAINED HEREIN. | <~ _| | % Tk {7’
AND SPECIFICATIONS. IF ANY MODIFICATIONS ARE REQUIRED IN ANY 3.2. LIMIT OF DISTURBANCE MEASURES SHALL BE LOCATED AS | == H} | S
ELEMENT, THE CONTRACTOR SHALL SUBMIT PROPOSED CHANGES TO SHOWN AND/OR AS APPROVED THROUGHOUT CONSTRUCTION SILT CURTAIN | - I CONTRACTOR SHALL INSTALL RIDOT |
THE ENGINEER FOR REVIEW ACTMITIES. FABRIC | VINYL COATED CABLE ? |l CONSTRUCTION®ENTRANCE AT END OF |

6. THE OWNER MUST INFORM THE CONTRACTOR OF THE EXISTENCE 3.3. INSPECT ALL SEDIMENT AND EROSION CONTROL MEASURES, AND / i PAVED ACCESS DRIVE IF NEEDED. | ¢
AND LOCATION OF ANY AND ALL KNOWN UNDERGROUND UTILITIES LIMIT OF DISTURBANCE  EVERY DAY AND WITHIN 24 HOURS CONTRACTOR SHALL - LMIT OF 1" (MIN) CONTRACTOR SHALL REPAIR ANY DAMAGE
ON SITE. THE ENGINEER MAKES NO REPRESENTATION THAT ALL AFTER EVERY RAINFALL THAT PRODUCES RUNOFF, AS WELL AS ANCHOR CURTAIN TO DISTURBANCE Lace 8" oF Fagric — 1 |l TO PAVED ACCESS DRIVE AND SWEEP ANY |
UTILITIES PRESENT ON AND BELOW THE SITE ARE SHOWN ON THE WITHIN 24 HOURS OF ALL TIDAL OR COASTAL EVENTS BEYOND EXISTING GRADE ] 36" MIN. [t LoD ' ALONG TRENCH away | Il SEDIMENT BUILDUP THAT OCCURS g
PLANS. THE CONTRACTOR SHALL NOTIFY DIG SAFE AND VERIFY THOSE CONSIDERED NORMAL. FROM PROTECTED AREA | || BROJECT 7
EXACT LOCATIONS OF ALL EXISTING UNDERGROUND UTILITIES PRIOR 3.4. MAINTAN AND/OR REPLACE ALL EROSION AND SEDIMENT EXISTING GRADE : | BACKFILL AND TAMP AREA —

TO THE START OF ANY CONSTRUCTION. THE ENGINEER OR — 1 S
CONTROL, AND  LIMIT OF DISTURBANCE MEASURES AS REQUIRED | v ;

CONTRACTOR ASSUME NO LIABILITY FOR DAMAGE IF THE WORK TO ASSURE PROPER FUNCTION.

BREACHES ANY UTILITY LINE. THE OWNER MUST COORDINATE WITH 35 CONTRACTOR SHALL IMMEDATELY REPAR ANY AND  ALL | NOTES:

THE CONTRACTOR TO PROPERLY RELOCATE THEIR UTILITY LINES O O TACHES N SEDIMENT ONTROLS | 1. SILT FENCE SHALL BE LOCATED at 10’ FROM TOE OF SLOPE FOR

AND TO REPAIR/REPLACE ALL UTILITIES DAMAGED DUE TO THE : MAINTENANCE.

WORK DESCRIBED ON THE ATTACHED DRAWINGS. 3.6. CLEARING FOR AND INSTALLATION OF THE REQUIRED SEDIMENT 2. 8 WITH WIRE OR 6" WITHOUT WIRE (MAX).

7. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL NECESSARY RIOR YO COMNVENGING AT OTHER LAND DISTURBING AGTITY NOTES: 3. WIRE FENCING — 6" MESH OPENING (MAX) AND 14 GAUGE (MIN). *
PERMITS, LICENSES, CERTIFICATES OF INSPECTION, AND PAY ALL 1. REQUIRED DEPTH OF CURTAIN MAY VERY 4. MAINTAIN UNTIL UP—GRADIENT AREAS HAVE BEEN PERMANENTLY STABILIZED. : e
LEGAL FEES IN CONNECTION WITH THE WORK OF THIS CONTRACT. o
THE OWNER HAS OBTAINED NECESSARY REGULATORY PERMITS
SHALL REQUEST COPIES OF THOSE REGULATORY PERMITS AND 1. CONSTRUCTION ACCESS SHALL BE FROM CRAWFORD ALLEN HOSPITAL NTS CA-EC-026 NTS CA-EC-001
MAKE PROVISION IN THIS WORK AND IN THE COST OF THE WORK ROAD, EXITING INTO THE PARKING LOT FOR THE FRANCISCAN NOTES:

FOR ALL APPLICABLE CONDITIONS OF THOSE PERMITS. FAILURE TO APOSTOLIC SISTERS CHURCH AND TRAVELING ALONG THE WESTERN

CONSIDER ANY CONDITION OF THE REGULATORY PERMITS AS A THEN SOUTHERN SIDES OF THE CHURCH TO AN EXISTING FIRE PATH 1. CURTAIN AND ANCHOR MUST RESIST EXPECTED WIND, WAVE, AND CURRENT
PART OF THE BID SHALL NOT RELIEVE THE CONTRACTOR FROM HIS THE THE PROJECT AREA. IT IS THE CONTRACTORS RESPONSIBILITY ENVIRONMENTS AT THE SITE. CONTRACTOR TO SUBMIT PROPOSED WEIGHTED
RESPONSIBILITY TO APPLY THOSE CONDITIONS TO HIS WORK AT NO TO COORDINATE WRITTEN ACCESS AGREEMENT WITH LEGAL ABUTTING TURBIDITY CURTAIN FOR REVIEW/APPROVAL. THE WORK IS ANTICIPATED TO BE
ADDITIONAL COST TO THE OWNER. PROPERTY OWNER. COMPLETED IN SECTIONS.

8. THE CONTRACTOR SHALL ARRANGE TO HAVE THE SITE STAKED OUT 2. IMPERVIOUS MATS OR OTHER SURFACE PROTECTION COORDINATED 2. THE CONTRACTOR SHALL CONFINE THE WORK AREA WITH SEDIMENT AND
ADEQUATELY IN ORDER TO ESTABLISH LOD, ELEVAT|ON, PROPERTY WITH THE OWNER SHALL BE PLACED OVER ANY GOLF COURSE EROSION CONTROL MEASURES AS NECESSARY TO COMPLETE THE WORK AND IN
OR REGULATORY BOUNDARIES, AND IDENTIFY THE PROPOSED AREAS SUBJECT TO CONSTRUCTION TRAFFIC TO PROTECT EXISTING ACCORDANCE WITH REGULATORY AUTHORIZATIONS.

LOCATION OF CRITICAL JETTY SECTIONS AND EXISTING STONES. IT SURFACES BEFORE START OF CONSTRUCTION.

WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO MAINTAIN 3. TURBIDITY BARRIERS SHALL BE PLACED ON THE DOWN GRADIENT

STAKES THROUGH CONSTRUCTION AND ENSURE THE WORK IS SIDE OF THE PROPOSED WORK.

COMPLETED CONSISTENT WITH PROJECT PLANS AND ASSOCIATED

REGULATORY  APPROVALS.  TEMPORARY  AGCESS  AGREEMENT 4. EQUIPMENT USED SHALL BE STANDARD EXCAVATION EQUIPMENT. EISTING. FENGE
: GRAPPLE AND BUCKET AND DUMP TRUCKS. EXACT EQUIPMENT

9. THE CONTRACTOR SHALL PROTECT ALL WETLANDS AND/OR SHALL BE COORDINATED BY THE CONTRACTOR. o
ASSOCIATED COASTAL RESOURCES/FEATURES FROM INTRUSION BY ZxE oD EXITING CART PATH L
TURBID WATERS, CONSTRUCTION DEBRIS, CONSTRUCTION EQUIPMENT, 25.0 25.0
OR PERSONNEL DURING ALL WORK ACTIVITIES. UNDER NO FILTERSOCK 1
CIRCUMSTANCES SHALL MATERIAL BE STORED ON THE SHORELINE (12" 3-4 oo ] P o N HTL LOCATION -

OR COASTAL FEATURE, EXCEPT WHERE SHOWN AND/OR APPROVED. TYPICAL) 20.0 e e \\ APPROMIMATE—EDOEor—ROeHK 20.0
10.DAMAGE TO ANY PROPERTY, PRIVATE OR OF PUBLIC TRUST, TABLE 1: DATUMS AND BENCHMARK ELEVATIONS WORK AREA ', N I AFTER 2013 REPAIR CONSTRUCTION
OCCURRING DURING THE CONSTRUCTION BY THE CONTRACTOR, ELEVATION = ELEVATION o ~a~_ | 8
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR AND SHALL BENCHMARK (NAVD 88)  (MLLW) T = 15.0 A { REMOVE STONE BELOW THE MINIMUM TOE 15.0
B e RED 0 o oroR ACTION  OF THE OWNER AT THE 100 YEAR BASE FLOOD ELEVATION® 17.00 19.24 - = REQUIRED TO MAINTAIN EXISTING SLOPE :
. ' ' * < \ STABILITY. SUPPLEMENT WITH BEACH SAND AS

11.THE CONTRACTOR SHALL HAVE SPILL KIT PROVISIONS ON—HAND 100 YEAR STILLWATER ELEVATION 1210 14.34 \ i > \ NEEDED
THROUGHOUT THE CONSTRUCTION PROCESS. PROVISIONS SHALL BE 50 YEAR STILLWATER ELEVATION 9.50 11.74 E 10.0 \ TURBIDITY BARRIER AND 10.0
SIZED APPROPRIATELY FOR THE QUANTITY AND AMOUNT OF
et R 1o TG i W = /S

11.1. ACCESS SHALL OCCUR ABOVE THE REGULATORY MEAN HIGH (HTL) - ' 534 5.0 | 5.0

WATER LINE AND LANDWARD OF THE AS—SHOWN LIMIT OF MEAN HIGHER HIGH WATER (MHHW) 1.87 411 HTIR HTL HTL
DISTURBANCE (LOD). MEAN HIGH WATER (MHW) 1.62 3.86 STAKE ON 10 MHW MHW MHW
2 e VearaToy M Nees  SHiL (OCCUR. OVER NORTH AMERICAN VERTICAL DATUM 1988 (NAVD88) 0.00 2.24 N LINEAL SPACING 0.0 Ea— 0.0
EXCLUSIVELY IN THE AREAS SHOWN HEREIN, OR AS APPROVED MEAN LOW WATER (MLW) -2.08 0.16 REHANDLE STONE TO SUPPLEMENT AND FORM STABLE ——— LW
' ' ' SLOPE (1.25—1.5H:1V PER USACE GUIDELINES) AND

' RESSJ:;’T;’LSE’ MEAN LOWER LOW WATER (MLLW) -2.24 0.00 50 TOE ANCHOR LANDWARD OF 2013 EDGE OF ROCK 5.0
’ ‘ NOTES; ’ LINE. RESET STONE |WITH THREE LAYERS OF EXISTING/MODIFIED STONE BELOW  HIGH TIDE LINE (HTL) ELEV. = 3.1 :

12.1. THERE IS NO_INTENT TO DISTURB EXISTING COASTAL FEATURES, 1. FEMA BENCHMARKS, BASE FLOOD ELEVATIONS, AND STILLWATER ELEVATIONS WERE WATER FLOW NS GEOTEXTILE FATER (1 ERIC DETWEEN LAND i crocK: HTL TO REMAIN: 24+ CF/FT MEAN HIGH WATER  (MHW) ELEV. = 1.74

INCLUDING VEGETATION. CONSTRUCTION ACTIVITIES SHALL BE OBTAINED FROM TRANSECT 66 WITHIN FEMA FLOOD INSURANGE STUDY (FIS) FOR : (LESS THAN 1 CU.YD. PER FT) MEAN LOW WATER (MLW) ELEV. = |—2.17
CONDUCTED IN SUCH A FASHION TO MINIMIZE DISTURBANCE TO
COASTAL FEATURES WITHIN THE LIMIT OF DISTURBANCE. WASHINGTON COUNTY DATED JULY 19, 2023. EXISTING 3 © © ® g N ~ o =
12.2. AS DIRECTED BY THE ENGINEER, THE CONTRACTOR SHALL 2. ELEVATIONS ABOVE DENOTED WITH A "*" INCLUDE WAVE ACTION - ALL OTHER ELEVATIONS | <«—— FILTER SOCK GRADE a = o = < b K S =
RESTORE ~ AREAS  DISTURBED BY  CONSTRUCTION  TO DO NOT. = o o o o - !
PRE—CONSTRUCTION CONDITION, INCLUDING ACCESS, STAGING 3. NOAA TIDAL BENCHMARKS OBTAINED FROM LOCAL TIDE GAUGE (STATION #8454049)
AND NATURAL AREAS. 15400 15410 15420 15430 15+40 15450 15460 15470 15+80 15490 16+00 16+05
LOCATED AT QUONSET POINT.
13.IF REGULATED, CONSTRUCTION TO OCCUR OUTSIDE PIPING PLOVER 4. ALL ELEVATIONS ARE REPORTED IN FEET.
NESTING SEASONS * ALL ELEVATIONS ON THE SITE PLANS REFER TO NAVD 88 PROFILE 1A
HIGH DENSITY MARINE WATTLE DETAIL HORIZ. SCALE: 1" = 10’
NOT TO SCALE VERT. SCALE: 1" = 10’
BIODEGRADABLE SAND BAG
WALL, HEIGHT VARIES BIODEGRADABLE SAND BAG
WALL, HEIGHT VARIES
30.0 30.0 30.0 30.0
3 FEET OF |STONE TOE PROTECTION ALL EXISTING UNAUTHORIZED
gagﬁ: Sﬁ:zsrlqlgsar?\r/ﬁ'ﬂgg L opee RIPRAP AND FILL TO BE REMOVED
250 3” TO 16” BOULDER AND COBBLE 250 25.0 3 FEET OF STONE TOE PROTECTION 25.0
SIZE-CLASS CONSISTENT WITH USING EXISTING STONE ON
NATURAL ROCKY SHORELINE SHORELINE, 1.25H:1V MAX SLOPE*
20.0 COASTAL COASTAL COASTAL HTL LOCATION 200 20.0 e DOULOER AN ooDBLE 20.0
% STRAW WATTLE PLANTING PLANTING PLANTING PER 2022| LIDAR % % COASTAL COASTAL  COASTAL NATURAL ROCKY SHORELINE %
& LIMIT OF ZONE 1 , APPROXIMATE EDGE OF ROCK STRAW WATTLE PLANTING PLANTING  PLANTING
; 15.0 DISTURBANCE\; AFTER 2013 REPAIR CONSTRUCTION 15.0 ; ; 15.0 P LT or\lzom-: SO T —ZONE S g}k Lz%%g'?.”)AR 15.0 ;
' TURBIDITY BARRIER AND
< L _ Ny W EXISTING |STONE TO BE REMOVED < < DISTURRANCE APPROXIMATE EDGE OF ROCK LIMIT OF DISTURBANCE =
% ool T T — AND REPLACED WITH BEACH SAND 10.0 E E 10.0 AFTER 2013 REPAIR CONSTRUCTION 10.0 E
— ALL EXISTING UNAUTHORIZED—/ | PRE—EXISTING TURBIDITY BARRIER AND = = | T =
= RIPRAP AND FILL TO BE REMOVED P g STONE TO REMAIN /_ LIMIT OF DISTURBANCE = = | =
5.0 20" DIA. COIR LOGS @ 1 5.0 5.0 2 5.0
9 LBS/CF, 1000 GRAM — HTL @— HTL HTL 20" DIA. COIR LOGS @ — e HTL ——— HTL HTL| HTL HTL
WRAP — TYP. T — MHW T MHW MHW 9 LBS/CF, 1000 GRAM V" /// INMNMITTVN 0 T T T T T —— ——— wmhw MHW MHW
0 S aTHER = ~/ o0 o0 s \EXISTING STONE TO BE REMOVED = o0
OC. TIE TOGETHER 6’ DUCKBILL ANCHOR. 3’ T ==
SYSTEMATICALLY IN MATRIX MLW OC. TIE TOGETHER AND REPLACED WITH BEACH SAND MLW
-5.0 3' w4 COIR_ENVELOPE 6 x 67 TOE POST SEAWARD SIDE AND 5.0 _5.0 SYSTEMATICALLY IN| MATRIX _5.0
WRAPPED AROUND 20 INCH COIR 4" x 47 TOE POST LANDWARD SIDE TO HIGH TIDE LINE (HTL) ELEV. = 3.1 3 x 4 COIR ENVELOPE 6” x 6" TOE POST SEAWARD SIDE AND HIGH TIDE LINE (HTL) ELEV. = 3.1
LOGS — NO CHANGE TO TOE ANCHOR COIR LOG(s) AND ENVELOPE MEAN HIGH WATER (MHW) ELEV. = 1.74 WRAPPED AROUND 20 INCH COIR 4” x 4” TOE |POST LANDWARD SIDE TO MEAN HIGH WATER (MHW) ELEV. = 1.74
MEAN LOW WATER (MLW) ELEV. = -2.17 LOGS — NO CHANGE TO TOE ANCHOR COIR_LOG(s) AND ENVELOPE MEAN LOW WATER (MLW) ELEV. = -2.17
EXISTING 2 2 N 2 3 b 3 S = EXISTING Q N S © p 5 ¢ + ] &
GRADE < = S o =] " o - < GRADE o o o o ~ ~ o i 9 T
50+00 50+10 50+20 50+30 50+40 50+50 50+60 50+70 50+80 50+90 51+00 51+05 60+00 60+10 60+20 60+30 60+40 60+50 60+60 60+70 60+80 60+90 61+00 61+05
PROFILE 5 PROFILE 6

HORIZ. SCALE: 1" = 10’
VERT. SCALE: 1" = 10’

NOTE: ALL EXCESS MATERIAL SHALL BE
DISPOSED OF IN ACCORDANCE WITH ALL
LOCAL, STATE, AND FEDERAL REGULATIONS.

HORIZ. SCALE: 1" = 10’
VERT. SCALE: 1" = 10’

ELEVATION
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ZONE 1:

TREES — BLACK CHERRY (PRUNUS SEROTINA), SHADBUSH
(AMELANCHIER CANADENSIS), NORTHERN ARROWWOOD
(VIBURNUM DENTATUM)

SHRUBS — HIGHBUSH BLUEBERRY (VACCINIUM CORYMBOSUM),
NORTHERN BAYBERRY (MORELLA PENSYLVANICA), WILD ROSE
(ROSA VIRGINIANA), INKBERRY (ILEX GLABRA)

HERBS — SEASIDE GOLDENROD (SOLIDAGO SEMPERVIRENS),
SWITCHGRASS (PANICUM VIRGATUM)

ZONE 2:

SHRUBS — HIGHBUSH BLUEBERRY (VACCINIUM CORYMBOSUM),
NORTHERN BAYBERRY (MORELLA PENSYLVANICA), WILD ROSE
(ROSA VIRGINIANA)

HERBS — SEASIDE GOLDENROD (SOLIDAGO SEMPERVIRENS),
BEACH GRASS (AMMOPHILA BREVIGULATA), NEW ENGLAND
COASTAL SALT TOLERANT GRASS MIX

ZONE 3:

SHRUBS — NORTHERN BAYBERRY (MORELLA PENSYLVANICA),
WILD ROSE (ROSA VIRGINIANA)

HERBS — BEACH GRASS (AMMOPHILA BREVIGULATA), NEW
ENGLAND COASTAL SALT TOLERANT GRASS MIX

PLANTING DENSITY:

TREES — 12 ON CENTER, 1” CALIPER (20# CONTAINER OR
LARGER)

SHRUBS — 6’ ON CENTER, 5# CONTAINER

HERBS — PLUGS 3" ON CENTER OR 1# CONTAINER, 1’ ON
CENTER

FOR ALL PLANTINGS: OTHER THAN INKBERRY "HEDGEROW”,
CLUSTER SAME SPECIES IN GROUPS. THE HEDGEROW WILL BE A
CONTINUOUS LINE OF INKBERRY ALONG THE COURSE SIDE OF THE
RESTORATION, MAINTAINED AT 3 TO 5 FEET HIGH. APPLY A
ONE—TIME APPLICATION OF 1 TO 2 INCHES OF NON-DYED,
SHREDDED HARDWOOD AND/OR LIGHTLY STREWN HAY MULCH
AROUND PLANTINGS.

PLLAN REVISIONS
REV. . DWN | CHK
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